
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Viscosity @ 20 C, cPs 500 - 700

4,000 
kPa or 
580 psi 
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If poisoning occurs contact a doctor or Poisons 

Information Centre. Phone: Australia 131 126 NZ: 

0800 764 766 or a doctor immediately. If swallowed 

do not induce vomiting. Give a glass of water.



 

The information and any recommendations relating to the 

application and end-use of all Plumbtec products are 

provided in good faith based on Plumbtec’s knowledge and 

experience of the products. In applications, the differences in 

materials, and variances of substrates and actual site 

conditions can vary such that no warranty in respect of 

fitness for a particular purpose, nor any liability arising out of 

any legal relationship whatsoever, can be taken as inferred 

either from this information, or from any written 

recommendations, or from any other advice offered by 

Plumbtec. The proprietary rights of third parties must be 

observed. All orders are accepted subject to our sale terms 

and conditions. All users should always refer to the most 

recent and up to date issue of the Technical Data Sheet for 

the product concerned, which is available on request. It is 

recommended that products should always be properly 

stored, handled and applied under tested and recommended 

conditions. PLEASE CONSULT OUR TECHNICAL DEPARTMENT 

FOR FURTHER INFORMATION.


