
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  



Appearance White or Clear Paste 

Specific Gravity @ 20°C 1.03 g/mL 

Tooling/Skin Time @20°C 5 - 12 minutes  

Cure Time 24 hours @ 2 mm depth or 5 days for full cure 
@ 10mm depth 

Application Range 10°C to + 35°C 

Performance Range -60°C to +175°C 

Hardness Shore A 28 

Tensile Strength 2.0 MPa 

Sag, Slump Nil 

Joint Movement +/- 25% Min 

 

The information and any recommendations relating to the 

application and end-use of all Plumbtec products are provided in 

good faith based on Plumbtec’s knowledge and experience of 

the products. In applications, the differences in materials, and 

variances of substrates and actual site conditions can vary such 

that no warranty in respect of fitness for a particular purpose, 

nor any liability arising out of any legal relationship whatsoever, 

can be taken as inferred either from this information, or from 

any written recommendations, or from any other advice offered 

by Plumbtec. The proprietary rights of third parties must be 

observed. All orders are accepted subject to our sale terms and 

conditions. All users should always refer to the most recent and 

up to date issue of the Technical Data Sheet for the product 

concerned, which is available on request. It is recommended 

that products should always be properly stored, handled and 

applied under tested and recommended conditions. PLEASE 

CONSULT OUR TECHNICAL DEPARTMENT FOR FURTHER 

INFORMATION.


